
AMB-223A series

Dimension

AMB-223A

AMB-223AR

Ordering Information

AMB-223A
12.1" TFT LCD, external power adapter and 1.2m VGA
extension cable
AMB-223AT
AMB-223A + touchscreen (RS-232 interface)
AMB-223AR
12.1" TFT LCD, external power adapter and 1.2m VGA
extension cable, with 19" rack-mount bezel
AMB-223ART
AMB-223AR + touchscreen (RS-232 interface)
STAND-025500
Desktop stand with VESA 75mm standards
ARM-LA0115 (refer to p.82)
Swivel arm with VESA 75/100mm standards

Environmental Specifications

Operating temperature: 0° to 45°C (32~113°F)
Storage temperature: -20° to 60°C (-4~140°F)
Storage humidity: 10 to 95% @40°C, non-condensing
Vibration:
1G / 5 ~ 500Hz / operation
Shock: 10G peak acceleration (11 msec. duration)
EMI: CE/ FCC Class A

Touchscreen (optional)

Type: 8-wire, analog resistive
Resolution: 1024 x 1024
Light transmission: >75%
Lifetime: 1 million activations
Operating pressure: 50g average for finger, 25g average
with non-metal stylus
Controller: RS-232 interface
OS support: MS DOS, Windows 3.1, Windows 95,
Windows 98, Windows ME, Windows NT, Windows 2000




