
Dimension

AMB-5172 series

AMB-5172HT

Environmental
Operating temperature: 0° to 50°C (32~122°F)
Storage temperature: -20° to 60°C (-4~140°F)
Storage humidity: 5 to 95%, non-condensing
Altitude: 10,000 ft. (3000 meters)
Vibration:
5 to 17 Hz, 0.1" double-amplitude displacement
17 to 500 Hz, 1.5G peak to peak
Shock: 10G peak acceleration (11 msec. duration)
EMI: CE/ FCC Class A

Touchscreen (optional)
Type: 4-wire, analog resistive
Resolution: 1024 x 1024
Light transmission: 68% (surface meets ASTM-D-3363-92A
standard.)
Operating pressure: 30-45 grams for finger, 10 grams for
stylus pen. Contact bounce< 10ms
Controller: RS-232 interface
Power consumption: +5V @200mA
OS support: MS DOS, Windows 3.1, Windows 95, Windows
98, Windows NT, Windows2000.

Ordering Information
AMB-5172HT
Panel PC with 10.4" color TFT LCD display, Pentium SBC,
55W AC power supply
AMB-5172HTT
AMB-5172HT + touchscreen (RS-232 interface)
Optional
- CPU -  RAM
- External 3.5” FDD - 3.5” HDD
- 55W DC 24V power supply
- AS-40 (refer to p.97)

LCD Specifications

1. NEMA 4/12 painted
aluminum alloy front panel

2. 30 CFM cooling fan
3. 3.5" HDD drive bay
4. I/O connectors
5. Power inlet

  6. Power Switch
  7. PS/2 mouse interface
  8. External FDD port (AS-40)
  9. Printer port
 10. PS/2 keyboard interface
 11. Ethernet port
12. VGA port
13. COM port
14. Brightness Control


