
Environmental Specifications

Operating temperature: 0° to 45°C (32~113°F)
Storage temperature: -20° to 60°C (-4~140°F)
Storage humidity:
10 to 95%@40°C, non-condensing
Vibration:
1G / 5 ~ 500Hz / operation
Shock: 50G, peak acceleration (6 msec. duration)
EMI: CE/FCC Class A

Touchscreen (optional)

Type: 8-Wire, analog resistive
Resolution: 1024 x 1024
Light transmission: >68%
Lifetime: 1 million activations
Operating pressure: 90g average for finger, 70g average
with non-metal stylus
Controller: RS-232 interface
OS support: MS DOS, Windows 3.1, Windows 95,
Windows 98, Windows ME, Windows NT, Windows 2000

Dimension

AMB-655HT

Ordering Information

AMB-655HT
Industrial Workstation with 15" color TFT LCD display and
keypad, PCI VGA card, 4 x PCI, 2 x PICMG, 4 x ISA
Backplane, 250W AC power supply
AMB-655HTT
AMB-655HT + touchscreen (RS-232 interface)
MBC-6210/MBC-140 (refer to p. 75)
MicroPCI FC Socket 370 CPU Card with C&T 69000/
69030 VGA and Realtek RTL8139 Family LAN

CPU: supports Intel Celeron/Coppermine up to
                     1.0GHz (FSB 66/100 MHz)

Memory: supports up to 768MB SDRAM
Optional
- CPU
- RAM
- 3.5” HDD
- FDD
- 5.25” CD-ROM
- 250W DC 24V power supply

LCD Specifications

AMB-655 series
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