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1. Test item list ------------------------------------------------------------------- 3 
2. Random Vibration Operation Test ----------------------------------------- 4 
   
   
   

 
Testing Result 
Num Test item list Result Remark 

1 Random vibration operation test  Pass  
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Item Device Information 
SYSTEM PC Model / Ver. ETKD-JPHOKI01-B01 A1.0 
CPU  Intel Atom N2600 1.6GHz 
BIOS / Version PFM-CVS Rev.B R0.1(PFCVBM01)(02/19/2013) 
South Bridge Intel Cedar View platform N2600 
Industrial Memory  DSL DDR3 1333 2G CL9 2UD22D9MGZ 
Industrial SSD  Innodisk FID 2.5” SATA 1000 plus – Innodisk FID 2.5” SATA 1000 plus 
Operating System Windows 7 Professional English 64 Bit  
Adapter FSP FSP084-DMAA1  

 
System picture:           
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Test Date: 04-24-2013 
 
Test Product: ETKD-JPHOKI01-B01 
 
Test Site: AAEON QE Dept.  
 
Test Standard:  Reference IEC68-2-64 Testing procedures 

Test Fh: Vibration; broad-band random test 
 

Test Equipment:  
Vibration Simulator System 
KING DESIGN Co. LTD. 
Model: KD 9363-EM-600F2K-40N20 
Serial Number: UU110099090 
Date of Calibration: 10/21/2012 
 

Test Condition: 
1. Operation  
2. Test Acceleration: 1.0Grms Random 
3. Test Frequency: 5-500Hz 
4. Test Axis: X, Y, Z axes 
5. Test Time: 60min each axis  
6. Test Software: Windows 7 / Run one Microsoft media player simultaneously. 
7. Test Vibration Curve: 

PSD   
0.002g²/Hz  

 
 
 
 
 
 
                               Acceleration 1.0Grms 
 
 
 
 
  
 
 
              5Hz                                                 500Hz 
 
 
Test Result: 
          The structure of the system did not deform after testing, and all functions still work will. 
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Test Photo: 

During Test 
X Axis Y Axis 

Z Axis  
 

 
After Test 

 


